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ROAD SURFACE INFLUENCE ON TIRE/ROAD NOISE
- PART 1

U. Sandberg and G. Descornet

National Swedish Road and Traffic Research Institute
5-581 01 Linkdping, Sweden

resp. Belgian Road Research Centre, 42 boulevard

de la Woluwe, B-1200 Bruxelles, Belgium

INTRODUCTION

The importance of tire/road noise as part of total vehicle noise
has recently received growing attention. It has been recognized as
a major component of passenger car noise, even at moderate speeds,
and as a significant compomnent of truck noise at high speeds
/8/%. The continuing development of more silent vehicle power
units will even more emphasize tire/road noise.

During the last decade, in many countries, more deeply textured
anti-skid road surfacings were implemented which appeared to be
noisier and drew public awareness on what could be called "pave-
ment noise". As a matter of fact, the surface characteristics of
roads are now known as the main factors influencing car tire/road
noise /2, 5, 10/.

Then, in order to harmonize safety and environmental require-
ments and also to define a reference surface for measurement and
regulation purposes, a better knowledge of the noise-relevant
surface characteristics is required.

This was the common aim of two initially independent research
works conducted at National Road and Traffic Research Institute
in Sweden (VTI)M< and Road Research Centre in Belgium (CRR); they
happened to yield complementary results and conclusions which
are synthesized in this two-parts paper.

MEASUREMENT INFORMATION

External tire/road noise was measured using a fixed microphone
1.2 m above road level at 7.5 m from centre line of vehicle path,
and a test car coasting through the test section with the engine
switched off. The measurement sites were chosen to eliminate
serious deviations from freefield conditions. During a coast-by
the noise was recorded for later frequency analysis. In every
case the maximum A-weighted level was measured (0.2-0.25 s time
constant). In the Swedish measurements, the vehicle speed
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was measured and corrections were made for deviations from nominal
speeds, which were 70 and 90 km/h. In the CRR measurements the
vehicle speed indicator was calibrated and the speed was kept as
close to the nominal as possible. The nominal speeds were 40, 60,
80, 100 and 120 km/h. Several runs were always made and averaged
to increase the accuracy. Where Swedish and Belgian data are
compared, the reference speed of 80 km/h is used. The Swedish-data
for 70 and 90 km/h have then been interpolated to correspond to

80 km/h.

The following tires were used: &
P~ PIARC reference tire. Smooth tread.

W

Swedish tests.

S—-TFirestone S1 Cavallino, "summer"
type tread. Swedish tests.

W-Firestone TC Assym., "winter" type
tread. Swedish tests.

X ~Michelin XZX, "summer" type tread.
Belgian tests.

All were steel radials in new condi-
tion. Fig. 1 shows the tread foot-prints.

In total, Swedish data are complete on
16 pavements and CRR data on 33 pave-

ments (table 1). For further description
of the pavements, refer to /2/ and /10/.
They cover a range of 0.4-4.6 mm of
sandpatch measured texture depth.
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Fig 1. Foot-prints
of the tested tires.

Table 1: Pavement types used for the tests

Symbol used No. of pavements

P . .
avement type in diagrams VTII tests |CRR tests

Asphaltic concrete

Rubber bitumen (3-6% rubber)
Open—-graded asphalt concrete
Resinous slurry

Surface dressing

Cement concrete

Cement concrete, grooved
lPaving blocks
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To characterize each pavement, data were collected according
to the following: »
- Macrotexture profile curve was measured by profilometers. CRR
data were collected using 500x200 mm? mouldings on which a computer-
controlled mechanical needle-profilometer measured the profile
/2/. Samples were taken by steps of 1 mm in longitudinal direction
and 2 mm in transverse direction. VII data were collected using
a similar device but directly on the road surface. Here sampling
was at 0.4 mm steps in longitudinal direction. Five statistically
independent tracks, each 0.5 m long, were measured in this way
(The present VTII profilometer, however, uses a laser technique
to make it non-contact and fast).
— CRR also measured texture height by the sand-patch method.
- "Drainage resistance', was measured by a water outflow meter /10/.



VII made in-situ measurements, but on CRR pavements these measure-

ments were made afterwards on the mouldings.
- Skid resistance measurements were made. Either SFC at 20, 50

and 80 km/h by means of the odoliograph (CRR) or friction coef-
ficient at 15% slip at 50 and 70 km/h (VTI).

- On at least the pavements where it could be expected significant,
sound absorption or acoustical impedance has been measured /1/.

- On the Swedish pavements, measurements were made of mechanical
impedance. See procedure and results in /1/.

The macrotexture profile was signal processed in order to get
the power spectral density. The bandwidth used for the final pre-
sentation is 3rd octave bands, numerically following the recom-—
mended bands for acoustic measurements. The amplitude scale is
3rd oct.band power in dB re. 10712 n2, The texture frequency
scale uses "spatial frequency" with the unit (cycles/m), and its
inverse: wavelength (m).

NOISE/TEXTURE CORRELATIONS

We have systematically computed the correlation coefficient
(p) between every couple of noise and texture 3rd oct.band levels;
then, p is a function of two variables, namely: sound frequency
(f) and profile wavelength (X). It is represented by contour lines
in fig., 2-5, for 4 tires, at a reference speed of 80 km/h.
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Fig 2-5: Contour lines of the correlation coefficient between noise
level (80 km/h) and texture level. Circles denote extreme
values at "critical" frequencies and wavelengths
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Whichever tire being considered, highly significant correla-
tions appear in two separated frequency and wavelength domains:
low frequency noise (f5 1500 Hz) is positively correlated with
large wavelength profile components (A2 10 mm), while higher
frequencies are negatively correlated with shorter wavelengths.

Let us call (f1, Xf) and (fﬁ, KH) the critical frequencies and
wavelengths where p has been found respectively maximum and
minimum; these values are listed in table 2 for various combina-
tions of tires and speeds and some of the corresponding relation-
ships are illustrated in fig. 6 - 13,

Although these critical values don't seem to be related to each
other following f = speed/)A as could have been expected, it must
however be noted that the correlation maximum could be affected
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Fig 6-13 are reproduced in enlarged size at

4 3PL VIrCRA S0C 1714
dB| (400 Hz)
75
TIRE W
BOkmih

704

Pl
Id
65 s

"""" it T
e
e
s
60 <
e
~Uaiy (=TIRE P)
L (80mm)
55, : >
30 0 50 dB 60
SPL vircan. soc 12142
dB| (3150 Hz)
4 TIRE X
80 km/h

S0 )
20 30 40 dB 50

———=

Fig 6-13: Noise vs
texture critical band
levels. The actual re-
gression in fig. 7
could be seen as the
superposition of 2
roughness excitations:
Lp;p due to tire tread,
Lary due to pavement;
see procedure in /14/

paper (part 11, pp 7-8).
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Table 2: Critical frequencies and wavelengths

Tire P S W X X X X X
Speed (km/h) | 80 80 | 80 40 60 80 | 100 | 120
AF (mm) 80 80 | 63 | 63 80 80 80 80
£5 (He) 400 | 400 | 400 | 400 | 500 | 500 | 500 | 500
Ag (mm) 2.5 2.5 | 2.0 [3.2 |3.2 |3.2 |3.2]3.2
£ (Hz) 8000 [3150 [2500 [3150 |3150 |3150 |3150 |3150

to some degree by some lack of precision in the measurement of
noise and texture, due to microphone wind noise and B+ T product
of profile spectra. It could (e.g.) still be possible that the
frequency content of the LF" noise and the wavelength content of
texture are related according to the above.

These results can undoubtedly be interpreted as giving a clear
evidence that at least two different noise generating mechanisms
are acting. One is such that the noise level increases with in-
creasing texture level; the other, on the contrary, appears to
produce less noise on deeper textures.

Owing to the fairly close correlations obtained despite the
wide variety of pavement types, it may be concluded that the main
characteristics determining the noisiness of road surfaces are
geometrical features, notwithstanding some residual influences
which can be traced as related to acoustical and mechanical prop-
erties of the pavements, as shown in part II.

NOISE PREDICTING PAVEMENT DESCRIPTOR

Quite accurate, but rather empirical, predictors of pavement
noisiness have already been proposed by us previously (like "Tg",
"L1o" and drainage resistance: "Lp" /2, 10/). The present analysis
seems to offer a new basis to tailor such descriptors more ratio-—
nally. However it has so far nmot been possible to include the
full macrotexture wavelength range into any simple descriptor
without a dramatic collapse of accuracy; the reason is thought
to lie partly in the non-linearity of the relationships between
sound and profile amplitudes as indicated by the slopes of the
regression lines on fig. 6~ 13, partly in the presence of two
contradictory pavement effects.

Then presently the best predictions can only be made either
from the above mentioned empirical descriptors or from some
limited wavelength bands of the profile spectrum, preferably the
critical ones, together with additional corrections for acoustical
and mechanical characteristics as discussed in part II.

DIFFERENTIATION OF LF AND HF SPECTRA

For given tire and speed, the SPL's at the critical frequencies
ff and f* were found to be quite uncorrelated (table 3); this con-
firms that tire/road noise is the superposition of two independent-—
ly generated spectra.

1

LF = low frequency
HF = high frequency



Table 3: Correlation coefficients between ff and fﬁ (critical bands)

Tire P S W X X X X X
Speed (km/h) 80 80 80 40 60 80 100 120
Corr. coeff. -.18 |-.41% |-,29 |-.10 |-.10 |-.07 [-.06 [=.05
Sample size 16 16 16 33 33 33 33 33

.

Not significant at 107 risk level

Let us call them "partial spectra". By means of the following
approximations: a) the pavement doesn't much influence the shape
but only the overall level of each partial spectrum, b) there is
no overlapping at the critical frequencies between the two spectra,
and using a regression analysis technique, it has been possible
to compute the estimated shapes of the partial spectra shown in
fig. 14-15, as well as their relative contributions to the over-
all A-level.
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Differentiation of noise spectra into LF and HF components

Fig 14: Tire X at different Fig 15: All tires at 80 km/h
speeds

When A-weighted, both spectra peak at rather close frequencies
lying in the most A-sensitive range; this helps explaining why
previous measurements, performed in conditions which could have
favoured the generation of one or another partial spectrum, have
yielded discrepant results about noise-texture relations (as
reviewed in /8/), since the partial A-levels can vary in opposite
ways with texture.

Table 4 illustrates the relative importance of HF and LF noise
contributions to the overall A-level; the differences between A-
weighted partial levels have been averaged on all pavements
within a given sample, Belgian or Swedish, depending on where
the results come from; the Belgian (X) and Swedish tires (P, S, W)
have also been tentatively compared by choosing the most similar
pairs among the respective pavement sets.

For normally patterned tires like X, S and W, and at speeds
higher than 60 km/h, HF and LF noise contribute nearly equal




amounts to the A-level on the average; at low speeds (40 and 60
km/h), HF noise seems to dominate, at least for tire X. The lower
level exhibited by the treadless tire (P) is clearly due to its
smaller HF production, about 5 dB(A) below patterned tires; but
on the other hand, there is no significant difference between

the average LF levels of any tire, including tire P.

Table 4: Some comparisons based on partial A-levels averaged
on all pavements

. * mean | §** * L(p,t,s) means: A-
Variable dB(A)|dB(A) level due to process
"p" for tire "t" at

a) Comparison between HF and LF noise speed "'s"
L(L,X, 40)-L(H,X, 40) 6.1 | 2.4
L(L,X, 60)-L(H,X, 60) -4.2 | 1.6 *% 957 confidence
L(L,X, 80)-L(H,X, 80) -1.4 | 1.8 interval
L(L,X,100)-L(H,X,100) -1.6 | 1.3
L(L,X,120)-L(H,X,120) -1.7 | 1.3
L(L,P, 80)-L(H,P, 80) +5.9 | 2.7
L(L,S, 80)-L(H,S, 80) +1.8 | 2.3
L(L,W, 80)-L(H,W, 80) +1.0 | 2.0

EE 3

b) Comparison between different tires *%% Comparisons between

Belgian and Swedish

L(L,P, 80)-L(L,S, 80) -0.7 | 0.7 tires are based on 10
L(L,S, 80)-L(L,W, 80) +0.5 | 0.5 pairs of similar Belgian
L(L,W, 80)-L(L,P, 80) +0.2 1.1 and Swedish pavements,
L(H,P, 80)-L(H,S, 80) -4.8 | 0.7 i.e. whose profile
L(4,S, 80)-L(H,W, 80) -0.3 | 0.4 spectra differ less than
L(H4,X, 80)-L(H,P, 80) +5.1 0.7 2 dB as an average
L(L,X, 80)-L(L,P, 80) +1.2 0.9 standard deviation on
L(L,X, 80)-L(L,S, 80) +0.6 0.9 all 1/3 oct. band levels
L(L,X, 80)-L(L,W, 80) +1.0 1.2

L(H,X, 80)-L(H,P, 80) +5.8 | 3.6

L(H,X, 80)-L(H,S, 80) +1.3 | 2.4

L(H,X, 80)-L(H,W, 80) +1.6 2.5

Thus it can be concluded that if significant tire/road noise
reductions are to be achieved, both underlying noise generating
mechanisms should be equally damped, as far as A-weighting is
concerned, Here the use of weighting curves is critical. A-
weighting is justified to represent outdoor noise, while C-weight-
ing might be better to compensate for the window/wall attenuation
when concerning immission into dwellings. This problem should be
observed in the future and it is suggested that C-weighting be
introduced as a complement to A-weighting in future work.

INFLUENCE OF VEHICLE SPEED

For convenience and theoretical reasons the sound level change
with speed is best described as being proportional to a given
power of speed; then one uses to write:

SPL~ 10 log10 Vk

and k is called the speed exponent.



VII-CRR_SOC 12221

Tspeed exponent

The speed exponent of each
6 99,8%

1/3 oct.band level has been calcu-
lated; at a cross-over frequency of
about 900 Hz it jumps from a lower 90% 999%  95%

to a higher range of values. This 4 r—
is consistent with the existence
of two distinct noise generating
processes having different speed )
I

dependences (fig. 16). It could be
concluded from those data that the
HF process has a speed exponent

of c:a 4.5 compared to the LF
process which has 3.5. But if

we instead look at the speed ex-
ponent for the partial levels we

Tire P Tire X Tire S TireW Average for
all tires

Fig 16: Average speed exponent,
Left bar of each pair repre-

h leulated 1i . sents the range 180 - 900 Hz,
ave calcuiated eariler, we ge right bar 900~ 11 200 Hz. Figure
a different result. The mean

speed exponent for the LF process
will be 4.5 compared to 3.5 for
the HF process. This is for tire
X and levels are then A-weighted.

This contradiction can be explained by the shifting of energy
towards lower frequencies when speed is decreasing (the so
called frequency-shift). The important A-weighted region for
the HF process is pushed downwards in frequency and so is also,
to some degree, the case for the LF process. This can not be
seen directly as a narrowband frequency shift but rather as a
shift of the maximum amplitudes. The speed-induced change in
spectra for the LF process can be explained by the discussion
in /9/, i.e. a gradual mismatch between frequency-changing excita-
tion spectra and a fixed "transfer' function for the tire when
speed is decreasing. The frequency shift for the HF process can
be seen as the result of the speed-dependent tread - or pavement
roughness — "triggering" of the air-pumping or air-resonant
process.

The outcome is that it seems likely that decreasing speed
is "pulling" the LF process spectra more out of the sensitive
region 500 - 2000 Hz, allowing the HF process to play a bigger
role in the generation. Thus the HF process 1s somewhat more
important at low speeds provided A-weighting is used (see
table 4).

above bars is the level of
significance for the difference
between the two bars (F-test).

(continued in Part II)
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ROAD SURFACE INFLUENCE ON TIRE/ROAD NOISE
- PART II

G. Descornet and U. Sandberg

Belgian Road Research Centre, 42 boulevard de

la Woluwe, B-1200 Bruxelles, Belgium

resp. National Swedish Road and Traffic Research
Institute, S-581 01 Link®ping, Sweden

(Continued from Part I)
TIRE/ROAD NOISE GENERATING MECHANISMS

Among up to now hypothesized tire/road noise generatlng me-—
chanisms, radially excited tire vibrations and pumping of the air
entrapped between tire and surface are generally preferred; these
can also best explain our findings (cfr. part I).

Let us consider how a tire deforms when rolling on a wavy
surface (fig. 17). In addition to the steady deformation it had
undergone on a flat surface (broken line in the fig.) a supple—
mentary alternate deformation component (d) appears which is
susceptible to excite noise emitting vibrations. Given a constant
texture depth (h), when the wavelength (\) of the profile is
larger than the foot-print length (a) the alternate deformation
(d) is small and approaches zero with increasing A. When A is much
shorter than a, the tire can no longer follow the profile shape.
Then, when A decreases to zero, so does d again. Between these two
extreme cases there exists a critical range of wavelengths, close
to the length of the tire foot-print, which maximizes d. This is
illustrated in fig. 18 obtained from static measurements of the
deformation of tire X on a wavy surface (with inflation and load
similar to in-service conditions).

Referring to fig. 2 (part I), there is a rather good agreement
between the critical wavelength range around X which has been
found responsible for the LF noise, on one hand, and the wave-—
1ength range (fig. 18) where the alternate deformation of the
tire is maximum, on the other hand. This is thought to be a strong
argument for identifying the LF noise generating mechanism with
radially excited vibrations. It is also consistent with other
recent work which indicated a frequency limit of 800 - 1600 Hz
below which noise proved to be related to such vibrations /3,6,9/.
Of course, part of the radial excitation is likely to originate
from the tire pattern itself; this is particularly noticeable
when the latter contains periodicities which, at a given speed,
correspond to a frequency close to the critical one. Keeping that
in mind and referring to the hypothetical method sketched in
/14/, the rather smoother slope of the regression line in fig. 7
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Fig 17: Sketch showing how a tire deforms when rolling on a wavy
surface. (a) foot—print length, (d) alternate deformation, (h)
profile amplitude, (A) profile wavelength.
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Fig 18: Amplitude (d) of the alternate deformation on tire X on
a sinusoidal profile. Critical wavelengths related to HF and LF
noise are indicated. (h, A, a: as in fig. 17).
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relating to tire W can be explained.

At a given profile wavelength, when h increases, d increases
but not higher than the broken line in fig. 18; above that thres-
hold, the tire separates from the troughs of the surface. On
actual pavements, with texture depths generally smaller than 5 mm,
this is more likely to happen when very short wavelength profile
components are present; then it gives a hint to the identification
of the HF noise generating mechanism. Remembering that the HF
noise level decreases with increasing short~scale surface roughness
(cfr. part I), this could be explained as air-pumping being short-—
circuited through the gaps between tire and surface. Outflow
tests performed on the pavements support that interpretation:
highly significant positive correlations were found between HF
noise level and water drainage resistance which may be viewed as
an indirect estimation of the closeness of contact between tire
and surface /10/.

Now, the original air-pumping theory of Hayden /4/, having
not proved quite satisfactory, has subsequently received some
modified interpretations according to which friction and tangen-—
tially excited vibrations could play a role in exciting air-
pumping or "air resonant radiation' /6/. Some data suggesting an
influence of friction (microtexture or adhesion) have been reported
by Liedl and Denker /5/ and Nilsson et al /7/. Their laboratory
tests revealed an increase of HF noise on a higher friction sur-—
face having the same macrotexture. According to Liedl and Denker
this means that tangential slip-stick motions in the tire tread
are responsible for at least the HF noise.

OQur wet friction tests (SFC at 20 km/h) don't exhibit a clearly
significant correlation with noise in any frequency range, but
if a low probability level (p=107) is accepted, the correlation
is in favour of a friction influence on HF noise which is in fact
the opposite to the mentioned laboratory tests. Therefore we
cannot find any support for the mechanism suggested by Liedl and
Denker. On the other hand it might be too early to definitely
reject it; indeed the possibility could also be considered that
the correlation between HF noise and short wavelength texture
would be merely a part of an underlying more extended relationship
which would include wavelengths shorter than the present limit of
our measurements (i.e. microtexture). Now one can argue that even
for the smooth tire there appears to be a certain contribution
to the HF process. This can probably be explained by air-pumping
in the road surface, if there are fairly deep pockets in it. And
indeed, for the smooth tire running on one smooth pavement which
clearly exhibited closed pockets, HF noise was excessive (the
circle in fig. 11-13). So, at present, we prefer to explain the
HF process as air pumping or a closely related process.

DISCUSSION ON RESIDUAL DEVIATIONS

Highly significant noise/texture correlations have been de-
monstrated. There are however some deviations from the regres-—
sion lines that are not likely to be pure random errors.

Sound absorption. By measurement of the sound absorption coef-
ficient and sound propagation over the actual road surfaces in
relation to a perfectly reflecting surface, it has been found
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that both opengraded pavements

we used exhibited a sound absorp-
tion big enough to influence the
tire noise radiation. This can

be demonstrated best (fig., 19)
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dB: Tire noise ~ -——=
Sound propagation

by comparing two surfaces with 10T N

similar* texture spectra: one *5- 4

"ordinary" and one with in- of

terconnected vertical chanels st ]

in the wearing course (i.e. an
opengraded pavement). The | i
difference in macrotexture, tat
except the channels, can be
predicted to make a difference
in noise of c:a 1 dB.

From the figure it can be
seen that differences in noise
are bigger than in sound propa-
gation, although the frequency
characteristics are similar.
This might indicate that it is
not only the sound propagation
that plays a role but also the acoustical impedance or additiomnal
vertical drainage influencing the generation process.

Other possible relevant pavement characteristics. Once the
texture influence has been eliminated, it appears from the obser-
vation of the residuals that: a) Rigid pavements (paving stones
and cement concrete) are significantly noisier than flexible pave-
ments (bitumen); this is valid throughout the whole frequency
spectrum; b) 0ld pavements are noisier than new ones, mainly in
the HF range; this "age influence" is biggest for smooth and
compact pavements (some Swedish pavements were tested at different
periods of their lifetime),

The former observation (a) is partly explained as follows:
when considering longitudinal profiles no distinction is made
between isotropic and oriented textures; this possibly makes a
difference as to the tire excitation; indeed, the transversely
grooved pavements depart systematically from the general trend
as shown in fig. 6 (part I) for instance. But the fact is that
the tendency is the same for non grooved cement concrete pave-
ments; so, some further explanation is required.

Since a statistically weak difference (p=107) of friction
(SFC at 20 km/h) exists between cement concrete and bituminous
pavements, it could be suggested as responsible for both mentioned
deviations. But one should then invoke a friction/noise relation—
ship contrary to other results/5, 7/. Then the situation is not
clear.

A third hypothesis seems to us more likely to prove true, as
it fits well with both observations a and b: the stiffness
modulus is much higher for rigid than for flexible pavements;
and for the latter, stiffness increases with age (compaction)
and frequency. In a new asphalt pavement there are great diffe-
rences in stiffness between the binder and the aggregate. Stone-
to-stone contact is poor due to the soft asphalt binder in-
between the stones. Big impedance steps mean a poor transfer of

TR
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125 250 500 1000 2000 4000 8000 Hz

Fig 19: Difference in tire/
road noise (average of tires P,
S, W) between two pavements,
compared to difference in
sound propagation (absorption).
The r.m.s. difference in tex-
ture spectra is less than 2 dB.

*"gimilar" being defined as in
table 4, part I
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vibrations. But in a rigid pavement, or an old compacted bitumi-
nous pavement, the structure is more uniform concerning stiff-
ness. See further /12/.

This can have the effect that surface stiffness influences
either the sound generation in the tire (matching mechanical
impedances) or the vibratory propagation leading to a sound
radiation from the surface itself when radiation areas can get a
sufficient size,

STANDARD SURFACE FOR TIRE TESTING

According to our findings, two different surfaces for tire
noise testing should be standardized, each being specifically
intended to excite a given noise generating process. One could
then suggest:
1°) a smooth and flat surface for testing the tire HF noise,

29) a rather rough surface for testing the tire LF noise.

More precise definitions couldn't be given at the time being
since a lot of practical problems are still to be solved; the
least not being to make the definitions compatible with field as
well as laboratory testing technical requirements.

QUIET AND SAFE SURFACE

Reducing "pavement noise' has long been thought as conflicting
with one of the major safety requirements, namely skid resistance.
This can however no longer be upheld since many counterexamples
have recently been given /2, 11, 13/.

The findings give some hints on how a quiet road surface
should be constructed:
1°) limit surface roughness in the wavelength range above 10 mm,
29) enhance surface roughness in the wavelength range below 10 mm,
39) avoid superficial grooves or closed pockets,
4°) favour sound absorption, (e.g. use porous, open surfaces),

59) if microtexture has any importance to noise, it should also
be as pronounced as possible (i.e. friction be high).

A quiet road surface as sketched above would probably also
be near-ideal concerning safety. There is no general conflict
between the demands for high skid resistance and low noise.

CONCLUSIONS

Based on the two independent research projects reported
herein, it is concluded that:
- The road surface influence on tire/road noise can be character-—
ized on the basis of pure geometrical features - a large-scale
and a small-scale macrotexture measure. Some residual deviations
not explained by the latter can be traced to acoustical (sound
absorption) or mechanical properties (probably surface stiffness).
- Two independent generation processes have been identified;
one, in the low-frequency range (below about 1 kHz), is radial
roughness—induced vibration; the other, in the high-frequency
range, is tentatively identified as air-pumping or air-resonant
radiation. The two processes give fairly equal contributions to
the A-weighted level for the tested car tires (except patternless
tire) which could explain some of the earlier confusion concerning
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genieration mechanisms. No friction influence as reported from some
laboratory experiments /5, 7/ has been confirmed.

- There is no general conflict between safety and low noise for

a pavement, on the contrary those demands can be easily combined.
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